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Innovative trends in cycling are reflected in the development of new 
technical solutions of all components - last but not least it is an 
improvement of hubs for wheels.

hubs Remerx are characterized by the stability and fluent operation. 
This is due to the fact that hubs are manufactured in our factory on 
most modern machines of European origin. The fluent operation of 
hubs is secured by ball bearings from renowned manufacturers, which 
are on both sides encased. These bearings are present in all types of 
Remerx hubs.

The company Remerx is inspired in the development of new types of 
hubs by current trends in cycling.

To the fore comes hubs for straight spokes both for MTb and road 
bikes. Also are increasingly being used thru axles for the hubs which 
increases the accuracy of shift gear and braking.

The new for this year are so-called combined hubs where is one flange 
on classical bent spokes and the second on efor straight spokes. 
Thereby impoves the hub stability of whole wheel. Additionally in our 
offer are hubs for11 speed cassettes - these can be ordered for road 
or MTb bikes.

Wide range hubs Remerx certainly satisfy users of all cycling categories 
from hobby users through professionals to scooter enthusiasts.

HuBs remerx

hubs foR stRaight spoke setting 

HuBs for straigHt spoke petting and flange HuBs

HuBs for straigHt spoke petting and flange HuBs

The hub body is milled to have lamelled cases to settle the straight 
head spokes in the optimal angle to get the best stroke traction. 
The straight head spokes have better mechanical characteristic and 
longer lifespan therefore onle 24 spokes can be used for front wheel 

and 28 spokes for rear wheel. The best results are achived while the 
wheels are equipped with reduced spokes which reduces the wheel 
set weight and improves dynamic characteristics.
 

the front MtB  hub with solid axle  Ø 15 mm for  straight spokes. 
you can buy extra two adaptors  for quick release change.

the rear MtB  hub with solid axle Ø 12 mm for  straight spokes.
you can buy extra two adaptors  for quick release change.
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Weight 312 g

O.l.D. 142 mm

spokes stainless straight

No. of holes 28

bearings sealed

Mounting Ø 12 x 142 mm

colour black, red, silver 
anodized*, 
glosy varnish*

cassette body   RMX shimano 9/10, 
10/11

Adaptors 
for quick 
release change

Material Alloy

Weight 164 g

O.l.D. 100 mm

spokes stainless straight

No. of holes 28

bearings sealed

Mounting Ø 15 x 100 mm

colour black, red, silver 
anodized *, 
glosy varnish*

Adaptors 
for quick 
release change

the front MtB light-weight hub with solid axle  Ø 15 mm for  bent spokes. 
you can buy extra two adaptors  for quick release change.

the rear MtB light-weight hub with solid axle  Ø 12x142 mm for  bent spokes.  
you can buy extra two adaptors  for quick release change.

Material Alloy

Weight 170 g

O.l.D. 100 mm

spokes stainless bent

No. of holes 32

bearings sealed

Mounting Ø 15 x 100 mm

colour black, red, silver 
anodized*, 
glosy varnish*

Adaptors 
for quick 
release change

Material Alloy

Weight 286 g

O.l.D. 142 mm

spokes stainless bent

No. of holes 32

bearings sealed

Mounting Ø 12 x 142 mm

colour black, red, silver 
anodized*, 
glosy varnish*

cassette body   RMX shimano 9/10, 
10/11

Adaptors 
for quick 
release change

*Minimum order quantity for 
lacquered hubs – please ask 

our sales dept. 



1716

RX 2503

RX 2274

RX 2599

RX 2597

RX 2472

RX 2524

RX 2603

RX 2482

flange hubs
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flange HuBs

flange HuBs

Our disc hubs are produced by the newest technologies and we put 
our efforts on hub weight reducing while keeping high strenght. 
The useless material is milled off therefore the hub body is the 
ideal construction in weight and design while using properties alloy 

material. The high-quality sealed bearings  give very easy and smooth 
hub running. The hub body is equipped with two steel reinforcements 
to prevent groove squeezing. The big flanges provide and improve 
good wheel stability and wheel traction.

the front MtB  hub for  bent spokes.

the rear MtB  hub for  bent spokes. 

Material Alloy

Weight 324 g

O.l.D. 135 mm

spokes stainless bent

No. of holes 32

bearings sealed

Mounting quick release

Material Alloy

Weight 184 g

O.l.D. 100 mm

spokes stainless bent

No. of holes 32

bearings sealed

Mounting quick release

colour black, red, silver 
anodized*, 
glosy varnish*

colour black, red, silver 
anodized*, 
glosy varnish*

cassette body   RMX shimano 9/10, 
10/11

the front MtB hub for bent spokes. 

the rear MtB hub for bent spokes. 

Material Alloy

Weight 206 g

O.l.D. 100 mm

spokes stainless bent

No. of holes 32

bearings sealed

Mounting quick release

Material Alloy

Weight 340 g

O.l.D. 135 mm

spokes stainless bent

No. of holes 32

bearings sealed

Mounting quick release

colour black, red, silver 
anodized*, 
glosy varnish*

colour black, red, silver 
anodized*, 
glosy varnish*

cassette body   RMX shimano 9/10

flange HuBs and centerlock HuBs

flange HuBs and centerlock HuBs

the front centerlock MtB hub for bent spokes. 

the rear centerlock MtB hub for bent spokes. 

Material Alloy

Weight 164 g

O.l.D. 100 mm

spokes stainless bent

No. of holes 32

bearings sealed

Mounting quick release

Material Alloy

Weight 297 g

O.l.D. 135 mm

spokes stainless bent

No. of holes 32

bearings sealed

Mounting quick release

colour black, red, silver 
anodized*, 
glosy varnish*

colour black, red, silver 
anodized*, 
glosy varnish*

cassette body   RMX shimano 9/10
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the front MtB  hub with solid axle Ø 20 mm for  bent spokes.

the rear MtB  hub with solid axle Ø 12x150 mm for  bent spokes.

Material Alloy

Weight 228 g

O.l.D. 110 mm

spokes stainless bent

No. of holes 32

bearings sealed

Mounting Ø 20 x110 mm

Material Alloy

Weight 296 g

O.l.D. 150 mm

spokes stainless bent

No. of holes 32

bearings sealed

Mounting Ø 12 x 150 mm

colour black, red, silver 
anodized*, 
glosy varnish*

colour black, red, silver 
anodized*, 
glosy varnish*

cassette body   RMX shimano 9/10

*Minimum order quantity for lacquered 
hubs – please ask our sales dept.

*Minimum order quantity for lacquered 
hubs – please ask our sales dept.
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the front road hub for straight spokes. 

rear kombined hub for stainless with straight and head bending spokes. 

the front road hub for  bent spokes. 

the rear road hub for  bent spokes. 

Material Alloy

Weight 272 g

O.l.D. 130 mm

spokes
left side – standard spokes 
with head bending, right 
side – straight spokes

No. of holes 24

bearings sealed

Mounting quick release

Material Alloy

Weight 110 g

O.l.D. 100 mm

spokes stainless bent

No. of holes 20

bearings sealed

Mounting quick release

Material Alloy

Weight od 292 g

O.l.D. 130 mm

spokes stainless bent

No. of holes 24, 28, 32

bearings sealed

Mounting quick release

Material Alloy

Weight 123 g

O.l.D. 100 mm

spokes stainless straight

No. of holes 20

bearings sealed

Mounting quick release

colour black, red, silver 
anodized*, 
glosy varnish*

colour black, red, silver 
anodized*, 
glosy varnish*

colour black, red, silver 
anodized*, 
glosy varnish*

cassette body   RMX shimano 9/10
or 11

colour black, red, silver 
anodized*, 
glosy varnish*

cassette body   RMX shimano 9/10
or 11

road HuBs

road HuBs
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Road hubs 
Above all, these models are constructed for long lifespan and reliability. 
The unique hub characteristics become apparent while you use reduced 
spokes. The best technical solution for the rear wheel is to use our hub 
with lamellar cases for straight spokes, which ones provide the best 

traction. The hubs are equipped with sealed bearings. The body of the 
cassette is  equipped with two hard steel reinforcements, which reduce 
edge squeeze of the cassette body.

the front hub for special purposes with o.l.d. 65 mm bent spokes. 

*Minimum order quantity for lacquered 
hubs – please ask our sales dept.

*Minimum order quantity for lacquered 
hubs – please ask our sales dept.

the front V-brake light-weight MtB hub for bent spokes. 

Material Alloy

Weight od 146 g

O.l.D. 100 mm

spokes stainless bent

No. of holes 24, 28, 32

bearings sealed

Mounting quick release

Material Alloy

Weight 92 g

O.l.D. 65 mm

spokes stainless straight

No. of holes 20

bearings sealed

Mounting bolt + nut

colour black, red, silver 
anodized*, 
glosy varnish*

colour black, red, silver 
anodized*, 
glosy varnish*

road HuBs and scooter HuBs

road HuBs and scooter HuBs
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the rear road hub for  straight spokes. 

Material Alloy

Weight 302 g

O.l.D. 130 mm

spokes stainless straight

No. of holes 24

bearings sealed

Mounting quick release

colour black, red, silver 
anodized*, 
glosy varnish*

cassette body   RMX shimano 9/10
or11

the front road hub for straight spokes. 

Material AW 7075

Weight 104 g

O.l.D. 100 mm

spokes stainless straight

No. of holes 20

bearings sealed

Mounting quick release

colour black, red, silver 
anodized*, 
glosy varnish*


